CADANGAN NAIK TARAF INFRASTRUKTUR DAN
KEMUDAHAN PELANCONGAN TASIK DAYANG BUNTING

LANGKAWI KEDAH
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new rhs column 100 x 100 x 3mm
New wall comprising galvanised

steel stud framing 75mm x
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and replace 100mm x 75mm mild steel beam /.

with secondary steel framing to support 25mm

50x50mm
thick composite wood decking to manufacturer's
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T aluminium frame, 6mm thick glass blades,
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wall fibre cement board with 8mm thick
HHHHHHH m |HHHHHHHH| I new metal deck roofing 0.47mm thick
/ ‘ ‘ ‘ ‘ ‘ ‘ existing timber structural members to remove and replace 100mm x
75mm mild steel beam with secondary steel framing to support 25mm
ELEVATION thick composite wood decking to manufacturer’s details
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New adjustable glass louvre
window with aluminium frame,
6mm thick glass blades,

new rhs column 100 x 100 x 3mm
thick

ms door size 900mm x
2100mm complete with frame

New wall comprising galvanised
steel stud framing 75mm x
45mm x 0.75mm thick, clad
both sides with 8mm thick fibre

new metal deck roofing 0.47mm
thick complete with steel roof
framing and all accessories

cement board including joint
treatment and finishing
complete.
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NOTE :

1500mm X 1200mm new adjustable glass louvre window with aluminium frame, 6mm thick glass blades,

900mm x 2100mm ms door complete with frame
wall fibre cement board with 8mm thick

new metal deck roofing 0.47mm thick
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